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Control Elements Major 4a

Gooseneck microphone

\

Status LED’s

Handset

with PTT button
LC Display

Function buttons

Special buttons

PTT button

Call button
Loudspeaker button

General features

The Major 4a is the newer design of the well kown Major 4. The Display was replaced by an alpha-
numeric LC Display with background illumination. A gooseneck microphone with high dynamics has
come to it. The programming possibilities were essentially widened and strongly simplified by clear
text menu structure.

There are two sockets for headsets. One is normaly used for a PTT foot button. The 7 digital outputs
are normaly used for channel switching or also other functions. For operation a 12 volt power supply
is necessary.

The Major 4a can be programmed via the serial interface or keypad. It is also possible to connect a
printer or terminal on the serial interface. For printers with parallel interface is an optionaly interface
available.
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Rearview Major 4a

Sockets pinout Major 4a

Pinout Radio socket ST1,

rearview
AF input B
AF input A 2
Squelch input 3
GND 4
+12 V, max. 200 mA 5
Transmit active low 6
AF output A 7
AF output B 8
Pinout
RS232 ST4
NC 11—
NC 2J|
XD 3
RxD 4
GND 5
NC 6
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Radio socket ST = socket

ST2 Headset 1

ST2A Headset 2

ST3 Digital outputs

ST4 Serial interface RS232

PWR Power supply 12V, max. 1,5 A

inside positive, outside ground

Pinout headset 1 + 2,
ST2 and ST2A

GND 1— |
GND ST2, AF mic. ST2A 2J

AF earphone 3
GND earphone 4
GND ST2A, AF mic. ST2 5
PTT, active GND 6

Pinout ST3
digital outputs

OouTo 1
OUT1 J|
OouT2

2

3
OuUT3 4
ouT4 5
OouTS 6
ouTe 7
GND 8
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